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> Ayarlanabilir Calisma Modu 7 g
» Akl Dusuk Voltaj Baglantisi Kesilmesi LVD
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Asirt Akim Korumasi
AKu Ters-Desarj Korumasi
AKU Ters Baglanti Korumasi
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Sistem Voltaji 12V/24V Otomatik tanima
Yikstz glic tiketimi 12mA @12V, 14mA@24V
Sarj ve Desarj voltaj adimi <0,3V/<0,18V
USB Cikis 2 adet 5V/1A
Solar Panel Agik Devre Voltaji <50V
Calisma Akimi 10A | 20A | 30A | 50A
Yiik Akimi 10A | 20A | 30A | 50A
Float Voltaj 13,8V / 27,6V
LvD 10,8V / 21,6V
LVR 12,6V / 25,2V
Kursun Asit Akl 14,4V / 28,8V
Boost Voltaji |GEL aki 14,2V / 28,4V 2 saat boyunca
Stasyoner Akl 14,6V / 29,2V
HVD 16,0V / 32,0V
HVR 15,5V /31,0V
Baglanti Klemensi <=6mm?2 <=10mm?2 | <=16mm?2 <=25mm?2
Koruma Sinif IP30
Boyut 130x75x38 140x85x42,5 160x95x45 188x120x51
Agirlik 175gr 230gr 327g 627g
Calisma Sicakhig -10C+50C
Depolama Sicakligi -20C+60C
Nem %10 -%90 NC




