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m Connection between inverter and ShineWiFi-S module

Remove the RS-232 cover of the inverter, plug ShineWiFi-S to the RS-232 port.

A Ifthe inverter RS-232 port is like type A, switch the DIP1 switch to “ON”, then connect ShineWiFi-S to the inverter RS-232 port, and fix it with the screws

Growatt ShineWiFi'S B If the inverter RS-232 port is like type B, remove the rubber plug, then connect ShineWiFi-S to the inverter RS-232 port, and fix it with the screws.

Quick Installation Guideline

————

For more info, please download from http://server.growatt.com q
T +867552747 1942 F +8675527472131

E service@ginverter.com W www. growatt.com

1. Connect your mobile phone to the WiFi of your home router  3.Select country and city, then click “Next” enter next page.

m Turn on inverter and check ShineWiFi-S state Step3. Registration and adding device of which the ShineWiFi-S module will be connected. Note: If you select a wrong country and city, the system
After install the ShineWiFi-S module, turn on the inverter, red LED Scan the Q_R code be.:lo'w to download ShinePhone, also you can . Eﬁ;?;t:ri?gii ili)?[usﬁip;(:;:?;ig; fynti::)l(s)?sl.etters . time maybe wrong.

flashing indicates the inverter and ShineWiFi-S communication is search ShinePhone in iOS or Google Play Store, download and ’

normal. install it.

ShineWiFi-S not connected well
ALLthree LED off with inverter RS232 port

Only Red LED flashes ShmeW|F|-.S ar?d |r.1verter
communication is OK

Only Green LED flashes ShineWiFi-S, |r'1ver.ter f':md router
communication is OK

ShineWiFi-S, inverter, router and
Only Blue LED flashes ShineServer communication is OK

4.Fill out the required information, then click “Next” , itwill guide 5. Scan or inputthe ShineWiFi-S barcode and checkcode,then
you to the “Add datalogger” page. click “Register”, it will move you to the “Set ShineWifi-S”
page.

£ Register Register

Username

™) Password

=) Repeat password

[ Email

[ Phone number

;i Agency ID nput agent number

[] _Agree the user agreement

7.1f the pop up a message says “Failed”, please refer to Appendix A of'the troubleshooting guide
to solve the problem. After that, login to your account and click the “+” sign on the right top side
of the page, and select“Datalogger list”in the appearing dialog window. Push on the datalogger’s
serial number for 3 sec, until a small dialog window appears,select “Configure datalogger”. It

< Register Add datalogger

Note:1. Make sure you download the latest version
. . 2. For further information please visit server.growatt.com
LED State Indication

[ Android & i0S]

Input datalogger SN

Input datalogger checkcode

will move to the “Set ShineWifi-S”page,enter the home routers name and password, then click my plant ¥

“Set”, the connection configuration process will begin.

Add datalogger

My device list
E M35A511487  nMormal >
2w Energy
Dema device
Storage Not connected o
Power:S0KW Energy today: S00kWh

Power regulator Not connected >
Power:5000W Energy today: 50kWh
=N
&

e

m Reset ShineWiFi-S to Factory Settings

When you have changed your home router password, or changed to a new router,
you need to reset ShineWiFi to factory settings and reconfigure it. Remove the
rubber plug, and press the KEY button for 6 sec, until all three LEDs long light
up, then login to your ShinePhone account, click the “+”on right top of this page,
long press this datalogger serial number to reconfigure.

Appendix A: ShineWiFi-S KEY Button Description

Operation Description
When ShineWiFi-S is powered on, ShineWiFi-S will enter to AP
remove the rubber plug, and press the mode. (AP modeis adebug
KEY button. (ShineWiFi-S LED will mode, only allowed for
change from flash to always ON) professional)

When ShineWiFi-S in AP mode, press
the KEY button of ShineWiFi-S .
(ShineWiFi-S LED will change from Quit AP mode
always ON to flash)

Long press the KEY l?uttop for Reset ShineWiFi-S
More than 6 sec (ShineWiFi-S to factory settings
all LEDs always ON) y 9

Power Energy

Current Today
2.9/kW 0/kWh
Capacity Lifetime

3.0/kW 4985/kWh
®

My device list

M35A511487

Demo device

o Storage
ower:50KW

£ Register Add datalogger

1 O

2) For safety reason, please use an encrypted wireless network
3) It does not support a public network that uses a secondary
authentication.
4) It does not support bridge network.
2. Open ShinePhone APP, click “Register” on login page. Al

Register

Click for location

rowartt

Forgot password Register

6.Fill out the wifi network and password, then click“Configuration”, after successful configuration, a note will pop up
“Configured successfully”, then it will move to the “my plant” page.
Note: There are 3 LEDs on ShineWiFi-S, only the blue LED flashing indicates the ShineWiFi-S module is successfully
connected to the router and Growatt Shine Server.

( Add datalogger Set ShineWiFi-S

* 1.Connect your phone to the router to which
the WiFi module is to be connected

2.For a configured ShineWiFi, if the router or
router password has been replaced, the
ShineWiFi needs to be reset before
configuration. (Please press the KEY button on
the datalogger for more than 3 secands until
the LED light is long bright.)

Name: 360WiFi-52A67D
Configured successfully
Please drop down to refresh device
list to get device information after 5
mimutes

Registered successfully
password: a12345678

Yes

Yes
Stop configuration

8. After successful configuration, it will move to the “my 9.If you want to add/edit/delete/configure a datalogger, click the “+” sign on the right top side of the
plant” page, select the inverter in the device list to check

the inverter update information.

“my plant” page. There are 4 options in the dialog window when push on the datalogger’s serial
number, click the one you need.
1) “Add datalogger” is for adding a new ShineWiFi-S module to this account.
+ | <Back 6666666666 2) “Edit datalogger” is used to assign an alias name for your Shine WiFi-S module.
R 3) “Delete datalogger” is used to remove the ShineWiFi-S module from this account.
m:y 4) “Configure datalogger” is used for configuring the connection of the ShineWiFi-S module to the

0.00/$ router.
Uitetime 2858.2W

598.2/$

Current Power

0kWh 498.5kWh
Energy today Lifetime energy

Daily power chart(w)

okWh w0 My device list

80 M35A511487  Normal
Power:2858.2W Energy today: DkWh
Demo device

Storage Not connected >
Im.- 17:585 Energy

Power regulator Not connected >

ik o-
[ 1=

o= Pawer:5000W Energy today:50kWh
". Control  Parameters Dz;la Ever‘ns i »
o o o
Troubleshooting
LED State Indicate Troubleshooting
All three LEDs are dark ShineWifi-S can not find inverter 1.Check if the DIP switch beside inverters RS232 portis switched DIP1to “ON”
via RS232 port 2.Try to reconnect ShineWifi-S to the inverter RS232 port
. . ShineWiFi-S already connected to (1) Checkif home routeris connected to the internet
After configuration,
Only Green LED flashes The home router, but not connected . ‘
To Growatt ShineServer (2) Checkifthe router firewall allows to select port 5279 and 5280
After configuration, ShineWiFi-S communication OK with inverter, Normal working state
Only Blue LED flashes home router, and Growatt ShineServer 9
Red LED always ON ShineWiFi -S module error Need to replace with a new ShineWiFi-S

Green LED always ON

(1) Checkrouterinformation
a) Router name should consist of English letters and numbers, it does not
support special symbols
ShineWiFi-S can't connect to the home router b) For safety reason, please use encrypted wireless network
¢) It does not support public network that use secondary authentication
(2) Checkifyou filledin the correct name and password of the home router
when configuring it

Blue LED always ON

ShineWiFi-S module isin AP mode Debug mode, short press the KEY button to quit
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